REFERENCES


References


Ballard, G (1999), ‘Improving work flow reliability’, *University of California, USA, IGLC-7*


Ballard, G & Koskela, L (1998), ‘On the agenda of design management research’, *Proceedings of Sixth Annual Conference of the International Group of Lean Construction, IGLC-6, Guaruja, Brazil*


Barton, R.T (1996), ‘The application of value management to the development of project concepts’, *The organization and management of construction*, vol.2, pp. 115-123


Bruce, M & Moger, S (1999), ‘Dangerous Liaisons: an application of supply chain modelling for studying innovation within the UK clothing industry’, *Technology Analysis and Strategic Management*, vol.13 No.6, pp.337-345


Childerhouse, P & Towill, D (2000), ‘Engineering supply chains to match customer requirements’, *Logistics Information management*, vol.13 No.6, pp.337-345


Cross, N (1997), ‘Descriptive models of creative design: Application to an example’, *Design Studies*, vol.18, pp.427-455


Desbarats, G (1999), ‘The innovation supply chain’, *Supply Chain management*, vol.4 No.1, pp.7-10


Gardiner, J (1994), ‘Management of design documentation- Where do we go from here?’ *Construction and Management: Recent Advances, Balkema, Rotterdam*, pp. 113-118


Hao, Q, Shen, W, Neelamkavil, J & Thomas, R (2008), ‘Change Management in Construction projects’, *Improving the management of Construction Projects through IT Adoption*, pp. 387-396


References


Huovila, P (1999), ‘Managing the life cycle requirements of facilities’, *Proc. 8th International Conference on Durability of Building Materials and Components*, pp.1874-1880

Institution of Civil Engineers (1998), ‘An innovative approach to design management’, *Research Focus*, vol. 33

Ipek, O & Omer, A (2007), ‘Tool support for computer-aided requirements traceability in architectural design: the Case of Design Track’, *Automation in Construction*, vol.16, no.5, pp.674-684


Krishnan, W (1993), ‘Design process improvement: sequencing and overlapping activities in product development’, Ph.D. Dissertation, Department of Mechanical Engineering, Massachusetts Institute of Technology


Lean Construction Institute, ‘Lookahead Planning: Streamlining the Work Flow that Supports the Last Planner, Workbook T5, Lean Construction Institute


McKenna, R (1985), ‘The Regis Touch’, *Addison-Wesley*, Reading

Mclellan, E, Macqueen, K.M & Niedig, J (2003), ‘Beyond qualitative interview, data preparation and transcription’, *Field Methods*, vol. 15, No. 1, pp. 63-84

Medupi Power Station, viewed 20 October 2011, [www.murrob.com/medupi-power-station](http://www.murrob.com/medupi-power-station)


MIT DSM Research Team, the Second MIT DSM International Workshop, Cambridge, M.A


Neelamkavil, J, Shen, W, Fung, D, Hao, Q & Xie, H (2008), ‘Need for intelligent system for construction process automation’, *IRC Technical Report*

References


Nieminen, J, Huovila, P & Leinonen, J (1999), ‘QFD in setting the guidelines for a demonstration project, IEA23 Workshop, Spain


Rowlinson, S (2003), ‘Relational Contracting, Culture and Globalisation’, *School of Construction Management and Property, Queensland University of Technology*, pp.45


Senthilkumar, V, Varghese, K & Chandran, A (2009), ‘A Web-based system for design interface management of construction projects’, *Automation in Construction*


Walker, B & Hampson, S (2003), ‘Enterprise Networks, Partnering and Alliancing’, Procurement Strategies: A Relationship-Based Approach


Wong, A (1999), ‘Partnering through co-operative goals in supply chain relationships’, *Total Quality Management*, vol.10, p.4
